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INVITATION FOR QUOTATIONS

Quotations are invited from the reputed purchase of Potentiostat sanctioned under a research project.

SI. No. Brief description of work Quantity

1 Potentiostat 1

The detailed technical specifications of the Potentiostat shall be provided as per the Annexure 1.

The quotations shall be submitted through email bhagiyalakshmi@cukerala.ac.in
The quotations will be opened on 28™ August, 2025 at 04.00 Hrs.
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Annexure-|

TECHNICAL SPECIFICATIONS OF POTENTIOSTAT

Specifications for Potentiostat

The system should capable of handling various Electrochemical research, like Battery/Super
capacitor sensor, Corrosion /Fuel cell & Photovoltaic

Compliance Voltage: £15V or more
Applied voltage: £10V or more
Voltage accuracy: 0.1% or better

Current ranges: £ 10nA to £ 1A, with 6 or more current ranges
Maximum current: £ 1A

Current accuracy: 0.1 % or better

Input impedance: 1 Tera Ohms

Computer interface: USB/Ethernet

Impedance Frequency range from 10 pHz to 5SMHz or better
Amplitude: 10uV to 5V or better

Software requirements:

e Voltammetry Software- CV, LSV, Staircase Voltammetry

e Pulse software: DPV, SWV, Stripping voltammetry, Chrono amperometry,
Chronopotentiometry

e Corrosion: Potentiostatic/Galvanostatic- Galvanodynamic, Tafel

e Battery/Super capacitor: charge/discharge Constant potential, GITT, PITT, Constant
current, constant power,l-V Characterization,

e Impedance Spectroscopy software- Potentiostatic EIS, Galvanostatic EIS, HFR

e Complete analysis software for CV

e Free Life time up gradation of the software.

Computer: Compatible Desktop Computer with latest configuration should be provided

Warranty: 3 Manufacturer’s warranty should be provided.

Installation and Training:

ODelivery and Installation with company engineer

Training should be provided to the students &amp; staff who will be operating the system.
This model should be supplied in and around at least 10 installations from reputed
institutes.




