
SI. No. 

CENTRAL UNIVERSITY OF KERALA 

HG o, aá 2009 RTTa/ Established under the Act of 
Parliament in 2009) 

1 

Asfraf foa, tfASE, HAIS671 325, hA / Tejaswini Hills, 
Periye P.0. KASARAGOD-671 325, KERALA 

sifacs fagIHpa School of Biological Sciences 

Reference No. CUK/PLS/CM/EMR-IWASP/EQP-01/PBM/2025 

GyfagIH farT Department of Plant Science 

Quotations are invited from the reputed suppliers for the purchase of Planetary ball mill sanctioned 
under a research project. 

Planetary ball mill 

INVITATION FOR QUOTATIONS 

Brief description of the Equipment 

23.09.2025 

The quotations shall be submitted through email mchithraQcukerala.ac.in 
The quotations will be opened on 29 September, 2025 at 03.00 PM. 

Quantity 

The detailed technical specifications of the Planetary ball mill shall be provided as per the Annexure I. 

a1 fRSI Anferaif/ Dr.Chithra Manisseri 
HTUG 3ITerá/ Assistant Professor 
yTGu faar farat/ Department of Plant Science 
sfta fa_re zA/ School of Biological Sciences 

s faafaureu/ Central University of Kerala 



TECHNICAL SPECIFICATIONS OF PLANETARY BALL MILL 

No. of working stations: 4 
Max volume of total jars: 2000 ml 

No. ot mill jars: 2 x 250 mL. (SS304) and 2 x 50 mlL with adaptor (SS304) 

MOC of grinding balls: SS304 balls of mix sizes 
Rotation: 70-670 rpm 
Drive Mode: Belt drive 

Working mode: 2 or 4 grinding jars working together 
Max load: Not more than l/3 of mill jar volume 
Output granularity: minimum up to 0.Ium 
Rotation speed ration: 1:2 
Speed regulation: Frequency control (Forward, reverse and pause timing control) 

Feed Size: Plant materials <3mm; hard and crispy materials <1Omm 

Cooling mechanism: Air cooled chiller (2-10 °C); The system should be capable of grinding plant 
biomass minimum up to 0.Ium and keep the jars at room temperature or below during the 

grinding process and with a digital temperature controller 
Total timing: 1-9999 minutes 
Alternate running time: 1-999 minutes 
Noise: s70dB 

Power: 0.75 KW 

Power supply: 220 Volts 50Hz 
Approximate overall dimension: 750x47Ox590mm (Slight variations allowed) 

Weight: 80-8S Kg 

Warranty: 3 years warranty from the date of installation. 

Annexure-! 

Delivery period: within 45 days from the date of PO 
Installation and Training: On-site installation. Training should be provided on operation mechanism. 
The suppliers should have installed this equipment in at least 5-8 reputed institutes. 
Preferable-The suppliers prefèrably should have at least one authorized service center in Kerala 
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