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Details of the Contractor

SI.No. Particulars

] Name of the Firm

2 Name of the Contractor

3 Contractor Details

(a) | Mobile

(b) | E-Mailid

4 Name of the Bank

3 Name of the Branch

6 Account No. (prefix with zeros, if
any as given on the cheque
book/pass book )
{please attach cancelled
cheque}

i IFSC Code of the Branch

8 MICR Code

2 PAN No.

10 GST No.

Signature of the
Contractor

(With Stamp)
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BILL OF QUANTITIES

NAME OF WORK: - MULTIPURPOSE CEMENT BOARD PARTITION WORKS

FOR VARIOUS DEPARTMENTS AT CENTRAL UNIVERSITY OF KERALA,

PERIYA

SI
No

ITEM
CODE
NO

Description

Unit | Quantity

Rate

Amount

Remarks

Al

SCHEDULED ITEMS

13.80

Providing and applying
white cement based putty
of average thickness 1
mm, of approved brand
and manufacturer, over
the plastered wall surface
to prepare the surface
even and smooth
complete.

Sgm |101.00

13.83

Wall painting with
premium acrylic emulsion
paint of interior grade,
having VOC (Volatile
Organic Compound)
content less than 50
grams/ litre of approved
brand and manufacture,
including applying
additional coats wherever
required to achieve even
shade and colour.

13.83.2

Two coats

Sqm | 101.00

B]

NON SCHEDULED ITEMS
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Item
9.133.
2.1(M
odifie
d)

Providing and fixing, in
position concealed G.I.

section for wall
paneling using board of
required thickness

fixed on the ‘W profile
(0.55 mm thick) having
a knurled web of 51.55
mm and two flanges of
26 mm each with lips of
10.55 mm, placed @ 610
mm C/C in perimeter
channel having one
flange of 20 mm and
another flange of 30 mm
with thickness of 0.55
mm and web of length
27 mm. Perimeter
channel is fixed on the
floor and the ceiling
with the nylon sleeves @
610 mm C/C with fully
threaded  self-tapping
dry wall screws. Board
is fixed to the ‘W’ profile
with 25 mm
countersunk ribbed
head screws @ 200 mm
C/C., all complete as per
the drawing &
directions of engineer-
in-charge, the joints of
the boards are finished
with specially
formulated jointing
compound and 48mm
wide jointing tape to
provide seamless
finish.(With V board
6mm Thickness on both
sides of the G.I sections)

51.00

Grand Total Amount

Signature of Contractor

With seal
Date:

of Kerala
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CENTRAL UNIVERSITY OF KERALA
PERIYA, KASARAGOD-671325

TERMS &CONDITIONS

NAME OF WORK: - MULTIPURPOSE CEMENT BOARD PARTITION WORKS FOR VARIOUS
DEPARTMENTS AT CENTRAL UNIVERSITY OF KERALA, PERIYA

1. All quantities in the schedule are provisional and likely to vary (either reduce or increase)
however payments will be made at the quoted rate for actual quantity provided as ascertained
by joint measurements after completion of works in all respects.

2. The rate quoted by the contractor should include all materials required for the job including
scaffolding, labour, equipment's etc. needed as well as for necessary civil works like making
holes grouting, cement, sand, and for patch work and making good the damages. No extra
payment will be paid by University for the same.

3. Unless otherwise stated all measurements shall be of net finished size only. All waste, extra
quantities etc. necessary for the completion of work shall be allowed in his rates.

4. The rate quoted should be including all taxes like income tax, GST, duties, fransportation of
materials etc. and no claim will be entertained by University in this regard.

5. The work should be started immediately after receipt of the work order or after taking possession
of the site whichever is later and completed in all respects within 15 days. In case of failure to
complete without any valid reasons, contractor is liable for penalty of 1% per week of the delay,
subject to a maximum of 10% of the total value of accepted confract amount (or) actual
executed amount, whichever is more, as decided by the Registrar, Central University of Kerala
whose decision is final and binding on the contract.

6. The rates should be firm throughout the currency of the contract and no increase will be
considered by the Central University of Kerala.

7. In case of any dispute, the decision of Registrar, whose decision is final and binding on the
contractor.

8. The premises are presently occupied by and hence the contractor has to do the work so as to
cause the least inconvenience to the occupants and take all precautions to avoid damage to
University property. If any damage occurs, the same shall be made good by the contractor at
his own expenses and necessary permission has to be obtained in advance.

9. For items not specified in the tender, the contractor should execute the same under written
instructions from the Registrar and submit his rates with rate analysis based on present market
rate. The Registrar shall then pay to the contractor for such items at rate, which is reasonable
according to him and his decision on such item shall be final and without any dispute.

10. After the work is completed the contractor shall have to leave premises clean and tidy

11. The contractor should fill in “Rate™ column in the schedule of quantities legibly in ink, both in
FIGURES and WORDS. Rate mentioned in words shall be prefixed and suffixed ‘Rupees” and
‘Only’ respectively. If, on check, there any difference between the rates given by the
contractor in words and figures, or in amount worked out by them, the following procedure shalll
be followed for ascertaining accuracy.
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12

15

16.

17.

18.

19.

# If the rate in words and in figures, the rate which corresponds to the amount approved by
the contractor shall be taken for consideration

# In case amount is not worked out, or not tallying with rate written, either in words or
figures, the approved rate in words shall take for consideration

# In case rate quoted by the contractor in both figures and words tally, but the amount is
not worked out correctly, the rate quoted by the contractor shall be taken for
consideration, but not the amount.

The tenders are requested to inspect the premises before quoting/ submitting the tender. The
tenderer shall inspect the site to fully acquaint himself about the condition in regard to
accessibility of site, nature and extent of ground, working condition of site and locality including
stacking of materials, installations of tools and plants (T&P) etc., conditions affecting
accommodations and movement of labour etc. required for the safisfactory execution of the
work contract. No claim whatsoever on such account shall be entertained by the Employer in
any circumstances.

. University shall recover the income tax, GST or any other statutory taxes if levied in by the

Government.

.In case of any variation or discrepancy is found between the description in the schedule of

quantities and that in the specifications the schedule of quantities will take precedence over
the specifications. However, the contractor shall immediately bring such discrepancy if any to
the notice of the concerned before proceeding with such item and obtain their decision
thereon.

The contractor may when authorized and shall when directed to carry out some additional
works which were originally not included in the schedule. While fixing the rate for these items
15% shall be allowed on cost of materials and labor to cover all supervision, overheads and
profits.

No Materials will be supplied by the employer unless otherwise it is specified in the tender.

Computerized Measurement Book: The contractor shall submit his running and final bills in a
computerized form in the same format as the existing conventional bills, with the entire page's
machine numbered, and with all the entries made as per the existing procedure. The contractor
shall submit as many copies of the computerized bills as may be required for the purpose of
reference and record in the various offices of the department. The bill shall be carried forward
from the previous running account bill as per the existing procedure.

The Contractor should submit the last & final bill along with a "NO CLAIM CERTIFICATE" in the
prescribed format.

The work should be approved in process and at each stage; the approval of the Registrar or his
representative shall be obtained in writing.

CONTRACTOR




